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OBJECT MECHANISM AND METHOD FOR 
COUPLING TOGETHER PROCESSES TO 
DEFINE A DESIRED PROCESSING 
ENVIRONMENT IN AN OBJECT ORIENTED 
FRAMEWORK 

REFERENCE TO PARENT APPLICATION 

This application is a Coniinuation-In-Pan of **A Method 
of Developing a Software System Using Object Oriented 
Technology**, U.S. Ser No. 09/038,024, filed May 11, 1998, 
which is incorporated herein by reference, 

RELATED APPLICATION 

This application is related to "Mechanism and Method for 
Flexible Coupling of Processes in an Object Oriented 
Framework", U.S. Ser. No. 09A62,719 filed Sep. 29, 1998, 
which is incorporated herein by reference. 

BACKGROUND OF THE INVENTION 

1. Technical Field 

This invention generally relates to object oriented pro- 
gramming and more specifically relates to a mechanism and 
method for defining a desired processing environment in an 
object oriented framework. 

2. Background Art 

The development of the ED VAC computer system of 
1948 is often cited as the beginning of the computer era. 
Since that time, computer systems have evolved into 
extremely sophisticated devices, and computer systems may 
be found in many different settings. Computer systems 
typically include a combination of hardware, such as semi- 
conductors and circuit boards, and software, also known as 
computer programs. As advances in semiconductor process- 
ing and computer architecture push the performance of the 
computer hardware higher, more sophisticated computer 
software has evolved to lake advantage of the higher per- 
formance of the hardware, resulting in computer systems 
today that are much more powerful than just a few years ago. 

Computer systems typically include operating system 
software that controls the basic function of the computer, 
and one or more software application programs that run 
under the control of the operating system to perform desired 
tasks. For example, a typical IBM Personal Computer may 
run the OS/2 operating system, and under the control of the 
OS/2 operating system, a user may execute an application 
program, such as a word processor. As the capabilities of 
computer systems have increased, the application software 
programs designed for high performance computer systems 
have become extremely powerful. Additionally, software 
development costs have continued to rise because more 
powerful and complex programs take more time, and hence 
more money, to produce. 

One way in which the performance of application soft- 
ware programs has been improved while the associated 
development costs have been reduced is by using object 
oriented programming concepts. The goal of using object 
oriented programming is to create small, reusable sections of 
program code known as "objects" that can be quickly and 
easily combined and re-used to create new programs. This is 
similar to the idea of using the same set of building blocks 
again and again to create many different structures. The 
modular and re-usable aspects of objects \vill typically speed 
development of new programs, thereby reducing the costs 
associated with the development cycle. In addition, by 
creating and re-\ising a comprehensive set of well- tested 
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objects, a more stable, uniform, and consistent approach to 
developing new computer programs can be achieved. 

A central concept in object oriented programming is the 
"class." A class is a template that defines a type of object. A 

5 class outlines or describes the characteristics or makeup of 
objects that belong to that class. By defining a class, objects 
can be created that belong to the class without having to 
rewrite the entire definition for each new object. This feature 
of object oriented programming promotes the reusability of 
existing object definitions and promotes more efficient use 
of program code. 

Frameworks are relatively recent developments in object 
oriented programming that provide a group of pre-packaged 
classes and class relationships that are designed to help a 

-I5 user easily extend the framework to write a particular 
software program, such as a software application. Frame- 
works typically define certain core functions that cannot be 
changed by a programmer using the framework, and allow 
the programmer to extend the framework at defined exten- 

2Q sion points to generate a custom software application in 
much less time than coding the software application from 
scratch. 

The function of a software application can be thought of 
as a series of "processes". Some of these processes may have 

25 time-order dependence on other processes. For example, the 
output from one process may be used as the input to one or 
more subsequent processes. These processes may need to be 
combined in different ways depending upon the applicable 
rules for the particular software application and depending 

30 on the type of data being processed. A software application 
that is developed from scratch typically has the order of 
processes and their interrelationship hard-coded. A software 
application developed from most framework mechanisms 
has the order of processes and their interrelationship defined 

35 by some extent by the core functions of the framework, 
limiting the amount of customization available to a pro- 
grammer who extends the framework. 

Frameworks may be very general or can be a very specific 
solution to a particular problem. Framework developers 

40 typically make trade -ofifs between the number of functions 
the framework supports and the flexibility in using the 
framework. The more functions that are built into the core 
functions of the framework, the less time a programmer has 
to spend generating code to extend the framework. However, 

45 more functions generally mean a more detailed implemen- 
tation within the framework itself, which typically reduces 
the ability to adapt the framework to different circumstances. 
Fewer core functions in the framework generally makes the 
framework more flexible, but decreases the power of the 

50 framework, putting more of a programming burden on the 
user that extends the framework to define a software appli- 
cation. Most frameworks try to balance performance with 
flexibility by defining core aspects of a specific problem 
within the framework, while allowing user customization of 

55 domain -specific information in the extensions to the frame- 
work. This approach can lead to a variety of different 
frameworks that are each targeted for specific types of 
software applications. For example, a framework for per- 
forming computer system diagnostics may have many dif- 

60 ferent core functions than a framework for order processing. 
However, even a single type of application, such as order 
processing, can have a wide variety of different steps and 
orders of those steps that vary greatly according to the 
specific type of business and rules that the business has in 

65 place. 

Examples of a few different types of order processing 
systems will illustrate the diversity of possible order pro- 
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cessing systems. For a mail-order company thai bills their 
customers after shipping the goods, the order processing 
may be represented at a high level by the following sequence 
of processes: 1) generate order; 2) pick order; 3) ship order; 
4) generate invoice; and 5) confirm payment, A mail-order 5 
company that requires payment before shipping the goods 
may have a different order processing sequence: 1) generate 
order; 2) confirm payment; 3) generate invoice; 4) pick 
order; and 5) ship order. In this latter example, the genera- 
tion of the invoice is done before the item is picked or lO 
shipped. Aretail company typically hasin-store stock, so the 
steps of picking and shipping the order are not required. 
Thus, the process steps and order of steps can vary greatly 
from one order processing system to the next. These 
examples serve to illustrate the point that virtually endless is 
numbers and combinations of steps are possible in order 
processing, and in many other type of processing environ- 
ments. 

One solution to the wide array of possible combinations 
in order processing is to provide a framework that defines 
specific steps for a particular type of order processing. This 
solution wouJd require three separate frameworks for the 
three order processing scenarios presented above. However, 
generating three separate frameworks for three different 
types of order processing essentially ignores the common ^5 
features that exist in most order processing systems. 

IBM has introduced a framework known as San Francisco 
that defines processes that may be flexibly coupled together. 
These flexibly coupled processes are described in 
co-pending U.S. patent application Ser No. 09/162,719 
entitled "Mechanism And Method For Flexible Coupling of 
Processes in an Object Oriented Framework", filed by 
Carlson et al. on Sep. 29, 1998. This related patent appli- 
cation describes the mechanism that provides the interfaces 
that allow processes to be flexibly coupled together. 
However, without a mechanism for coupling these processes 
together to define a desired processing environment, the 
processes that support flexible coupling will be of no use. 
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In an object oriented computer system, a framework 
mechanism defines an infrastructure for allowing a user to 
couple processes in the framework together in any suitable 
way to define a desired process flow. A user first defines a 
static object structure that corresponds to the specific pro- 
cess flow from one process to the next. TTie processes in the 
framework may be flexibly coupled in any suitable order, so 
a process does not have knowledge of its predecessor or 
successor processes. Thus, at run-time, a process determines 
the next step in the process flow from the static object 
structure. Once a process determines its subsequent process, 
a client may then create the next process and invoke methods 
on one or more objects corresponding to the newly-created 
process. Each process thus determines at run-time the next 
step in the process flow from the static object structure that 
the user statically defined to configure the process flow, 
which defines the desired processing environment. 

The foregoing and other features and advantages of the 
invention wiU be apparent from the following more particu- 50 
lar description of preferred embodiments of the invention, as 
illustrated in the accompanying drawings. 

BRIEF DESCRIPTION OF DRAWINGS 

The preferred embodiments of the present invention wiU 65 
hereinafter be described in conjunction with the appended 
drawings, where like designations denote like elements, and: 



FIG. 1 is a block diagram of an apparatus in accordance 
with a preferred embodiment of the present invention; 

FIG. 2 is a class diagram of an extensible item and its 
related classes; 

FIG, 3 is a class diagram of one specific example of an 
extensible item; 

FIG. 4 is an object diagram illustrating the delegation of 
method calls to extension objects; 

FIG. 5 is an object tree for illustrating the delegation of 
method calls to parent and children objects in an object tree; 

FIG. 6 is a flow diagram showing the steps in coupling 
processes together to define a desired processing environ- 
ment in accordance with the preferred embodiments; 

FIG. 7 is a class diagram showing classes and class 
relationships in accordance with a preferred embodiment; 

FIG. 8 is a class diagram showing a process impact that 
contains shared data and shared policies; 

FIG. 9 is a class diagram of a specific order picking detail 
impact in an order processing system as an example of one 
type of process impact shown in FIG. 8; 

FIG. 10 is an object structure diagram showing the 
definition of two order types in an order processing frame- 
work; 

FIG. 11 is an object structure diagram showing the 
relationships between the static object structure that defines 
the order type and the dynamic run-time instances of objects 
in accordance with the preferred embodiments. 

FIG. 12 is a more detailed object structure diagram for 
two of the process detail levels shown in FIG. 11; and 

FIG. 13 is an object diagram showing the steps in creating 
the OrderPriceDetail of FIG. 12. 

BEST MODE FOR CARRYING OUT THE 
INVENTION 

The present invention is accomplished through the use of 
object oriented programming concepts. For those who are 
not familiar with object oriented programming concepts, the 
brief overview below provides background information that 
will help the reader to understand the present invention. 

1. Overview 

Object Oriented Technology v. Procedural 
Technology 

Object oriented programming is a method of program 
implementation in which programs are organized as coop- 
erative collections of objects, each of which represents an 
instance of some class, and whose classes are all members 
of a hierarchy of classes united via inheritance relationships. 
Object oriented programming differs from standard proce- 
dural programming in that it uses objects, not algorithms, as 
the fundamental building blocks for creating computer pro- 
grams. This difference stems from the fact that the design 
focus of object oriented programming technology is wholly 
different than that of procedural programming technology. 

The focus of procedural-based design is on the overall 
process used to solve the problem; whereas the focus of 
object oriented design is on casting the problem as a set of 
autonomous entities that can work together to provide a 
solution. The autonomous entities of object oriented tech- 
nology are, of course, objects. Object oriented technology is 
significantly different from procedural technology because 
problems are broken down into sets of cooperating objects 
instead of into hierarchies of nested computer programs or 
procediures. 
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TTius, a pure object oriented program is made up of code 
entities called objects. Each object is an identifiable, encap- 
sxilated piece of code and data that provides one or more 
services when requested by a client. Conceptually, an object 
has two parts, an external object interface and internal object 5 
implementation. In particular, all object implementation 
functions are encapsulated by the object interface such that 
other objects must communicate with that object through its 
object interface. The only way to retrieve, process or oth- 
erwise operate on the object is through the methods defined 10 
on the object. This protects the internal data portion of the 
object from outside tampering. Additionally, because out- 
side objects have no access to the internal implementation, 
that internal implementation can change without affecting 
other aspects of the program. 15 

In this way, the object system isolates the requestor of 
services (client objects) from the providers of services 
(server objects) by a well defined encapsulating interface. In 
the classic object model, a client object sends request 
messages to server objects to perform any necessary or 20 
desired function. The message identifies a specific method to 
be performed by the server object, and also supplies any 
required parameters. The server object receives and inter- 
prets the message, and can then decide what operations to 
perform. 25 

There are many computer languages that presently sup- 
port object oriented programming techniques. For example, 
Smalltalk, Object Pascal, C++ and Java are all examples of 
programming languages that support object oriented pro- 
gramming to one degree or another, 

The Term Framework 

TTiere has been an evolution of terms and phrases which 
have particular meaning to those skilled in the art of OO 
design. However, the reader should note that one of loosest 
definitions in the 00 art is the definition of the word 
framework. The word framework means different things to 
different people. Therefore, when comparing the character- 
istics of two supposed framework mechanisms, the reader 
should take care to ensure that the comparison is indeed 
"apples to apples." As will became more clear in the 
forthcoming paragraphs, the term framework is used in this 
specification to describe an 00 mechanism that has been 
designed to have core function and extensible function. The 
core function is that part of the framework mechanism that ^5 
is not subject to modification by the framework purchaser. 
The extensible function, on the other hand, is that part of the 
framework mechanism that has been explicitly designed to 
be customized and extended by the framework purchaser. 

50 

OO Framework Mechanisms 

While in general terms an 00 framework mechanism can 
be properly characterized as an 00 solution, there is nev- 
ertheless a fundamental difference between a framework 
mechanism and a basic OO solution. The difference is that 55 
framework mechanisms are designed in a way that permits 
and promotes customization and extension of certain aspects 
of the solution. In other words, framework mechanisms 
amount to more than just a solution to the problem. The 
mechanisms provide a living solution that can be customized 60 
and extended to address individualized requirements that 
change over time. Of course, the customization/extension 
quality of framework mechanisms is extremely valuable to 
purchasers (referred to herein as framework consumers) 
because the cost of customizing or extending a framework is 65 
much less than the cost of a replacing or reworking an 
existing solution. 
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Therefore, when framework designers set out to solve a 
particular problem, they do more than merely design indi- 
vidual objects and how those objects interrelate. They also 
design the core function of the framework (i.e., that part of 
the framework that is not to be subject to potential customi- 
zation and extension by the framework consumer) and the 
extensible function of the framework (i.e., that part of the 
framework that is to be subject to potential customization 
and extension). In the end, the ultimate worth of a frame- 
work mechanism rests not only on the quality of the object 
design, but also on the design choices involving which 
aspects of the framework represent core function and which 
aspects represent extensible function. 

IBM's San Francisco Framework 

IBM introduced a framework product known as "San 
Francisco" that provides a framework for programming 
business applications, such as a general ledger or order 
processing application. San Francisco provides a set of base 
services such as persistence and transaction support as well 
as a set of common business objects such as currency and 
business partner. Above the base layer, San Francisco pro- 
vides frameworks that define the basis of an application such 
as a general ledger or order management with well-defined 
extension points. A user may take advantage of the power 
and flexibility of San Francisco by providing user-defined 
extensions that customize San Francisco for a particular 
apphcation. San Francisco thus provides a "short cut" to 
custom programming an entire application by providing 
pre-packaged code that is easily extended by a user to 
provide a custom application. 

Extensible Items within IBM's San Francisco 
Framework 

An important concept embodied in the San Francisco 
framework is the ability to separate mechanisms in the 
framework from domain -specific behavior. This is accom- 
plished using dynamic run-time extensions that may be 
added to or deleted from an object to dynamically change the 
object's behavior. The extensions are objects that define 
interfaces that the extended object supports. Thus, the addi- 
tion of an extension causes an object to support additional 
methods defined by those extensions, and the deletion of an 
extension causes an object to lose the support for the 
methods defined by the extension. An object may have a 
primary extension, and one or more additional extensions. 
An object with a primary extension logically becomes an 
object of the type defined by the primary extension. Thus, if 
an object has a primary extension OrderDetail, the object 
logically appears to be a member of the OrderDetail class. 
This ability to dynamically modify the behavior of objects at 
run-time is one of the powerful concepts supported in the 
San Francisco framework. 

The class diagram of FIG. 2 illustrates the concept of 
dynamic run-time extensions in the San Francisco frame- 
work. An Extensibleltem class represents a pure mechanism 
that is domain- neutral, i.e., that has no information (or need 
of information) that pertains to the specific domain in which 
an instance of Extensibleltem is used. The Extensibleltem 
class has a "has" relationship with an Extension class, which 
defines domain -specific run -time extensions that add func- 
tionality to an Extensibleltem object that is required by the 
particular domain. This "has" relationship represents that 
each Extensibleltem object may "own" one or more Exten- 
sion objects. The Extension class has the ability to create or 
delete one or more adapter objects that are instances of an 
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Adapter class. The Extension class has a "using"* relation- 
ship with the Adapter class, while the Adapter class has a 
"has" relationship with the Extensibleltem class. The 
Adapter class inherits from a BaseClass that defines domain- 
specific behavior. The BaseClass defines a formal interface 
for the domain behavior that objects of the Extension class 
add to an Extensibleltem object. The Adapter class is 
provided to aUow an Extensibleltem object owning an object 
of the given Extension class to be treated as a true instance 
of the BaseClass. 

A specific example helps to illustrate the concepts of 
domain-specific extensions to a domain-neutral object. Let's 
assume there is a need for a "pickable*' order item. Referring 
to FIG. 3, a PickableOrderltem class represents a domain- 
neutral extensible item, and includes an instance of a Pick- 
ableExtension class, which extends the PickableOrderltem 
for use in a specific domain that requires objects that are 
pickable. A Pickable Adapter class has a reference to the 
PickableOrderltem class, and supports the interface of the 
PickableBase Class. The class configuration of FIG. 2, as 
illustrated in the specific example of FIG. 3, allows exten- 
sions to be dynamically added to and deleted from an 
extensible item object as the desired function of the object 
changes. 

An instance of the Extensibleltem class can service 
method calls in a number of different ways. Referring to 
FIG. 4, an instance an Extensibleltem has three associated 
extensions, Extension3, Extension2, and Extcnsionl. One 
way for an Extensibleltem to service a method call is to 
determine which extension can handle the method call, 
progressing from the newest (Extensions) to the oldest 
(Extensionl). For example, we assume that Extensionl 
supports a method called "foo", and that "foo" is invoked on 
an Extensibleltem (step 1). The an Extensibleltem object 
first delegates the "foo" method to Extensions (step 2). 
Extensions does not support the method, so an Extensible- 
Item delegates the call to "foo'* to the next extension, 
ExtensionZ (step 3). Extension2 does not support the "foo" 
method, so an Extensibleltem delegates the call to "foo" to 
Extensionl (step 4). Extensionl supports "foo", so Exten- 
sionl executes its "foo" method in response to an Exten- 
sibleltem delegating "foo" to Extensionl in step 4. Note that 
the first extension to support the "foo" method will execute 
its "foo", and other implementations of "foo" in older 
extensions are therefore not available. This is one way of 
hiding a method on existing extensions, by providing a 
newer extension that supports the method. In the alternative, 
an extension may change itself to fail when a specific 
method is requested, thereby hiding its own implementation 
of that method. 

As the behavior of an Extensibleltem is changed by 
adding or deleting extensions, the Extensibleltem may have 
to interrogate several objects to determine the functions that 
it*s interface supports, as shown in FIG. 4. If a method is not 
supported, the Extensibleltem may spend a significant 
amount of processing time to make this determination. 
Likewise, if a method is implemented in an older interface, 
the Extensibleltem may have to unsuccessfully interrogate 
several extensions before finding one that supports the called 
method. To improve performance, a Dynamic Virtual Func- 
tion Table (DVFT) is used to cache the interface information 
on the Extensibleltem in a dynamic way. Thus, when a 
method is invoked, the Extensibleltem can determine from 
its Dynamic Virtual Function Table whether the method is 
supported, and if so, by what extension. The Dynamic 
Virtual Function Table thus improves system performance 
by caching interface information in the Extensibleltem 
itself. 
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The information in the Dynamic Virtual Function Table 
may be maintained either as extensions are added to or 
removed from the Extensibleltem, or may be built as the 
extensions are used. In the latter case, as a method call is 
5 delegated to an extension for the first lime, its methods are 
added to the Dynamic Virtual Function Table, This solution 
is dynamic by maintaining cached information as the exten- 
sions are added and removed from the Extensionl tern. 

If an Extensibleltem object is part of a tree stmcture of 

30 objects, where it is attached to other Extensibleltem objects 
as a parent and/or a child, the method call on one Exten- 
sibleltem object may be delegated either upwards or down- 
wards in the tree structure. For example, referring to FIG. 5, 
a very simple tree structure is provided to illustrate the 

^5 delegation of method calls from one object in a tree structure 
to another We assume that a class HierarchicalExtensible- 
Item is a subclass of Extensibleltem thai enhances Exten- 
sibleltem by adding behavior to explicitly aUow invoking 
methods in either a "drill up" or "drill down" fashion. 

20 HierarchicalExtensiblelteml is an instance of the Hierarchi- 
calExtensibleltem and is at the top level of the tree, with two 
children objects HierarchicalExtensibleItem2 and Hierarchi- 
calExtensibleltemS that are also instances of the Hierarchi- 
calExtensibleltem class. We assume that HierarchicalExten- 

25 siblelteml supports the method "bar", and that 
HierarchicalExtcnsibleItem2 supports the method "foo". 
This means that these objects have one or more extensions 
that support these methods. In the ca.se of "drill up", either 
method "foo" or "bar" could be invoked on Hierarchical - 

30 Extensibleltem!. The invocation of the "foo" method on 
HierarchicalExtensibleItem2 delegates to the "foo" method 
on HierarchicalExtensibleItem2, while the invocation of 
"bar" delegates the "bar" up the tree (drill up) to Hierarchi- 
calExtensiblelteml. Invoking "foo" on HierarchicalExten- 

35 siblelteml or HierarchicalExtensibleltemS using "drill up" 
results in an error When invoking a method using "drill 
down", if the method is found on a given 
Hie rarchicalExtensible Item, the delegation will be to that 
method only, otherwise it will be invoked in "drill down" 

*o fashion (which may involve recursion) on all children of the 
given HierarchicalExtensibleltem, accumulating the results 
of the multiple method caUs, if necessary. Thus, if "bar" is 
invoked on HierarchicalExtensiblelteml using "drill down", 
it would delegate to the "bar" method on HierarchicalEx- 

45 tensiblelteml and stop there. However, if "foo" were called 
on HierarchicalExtensiblelteml using "drill down", the call 
would be delegated to "foo" on HierarchicalExtensiblelteml 
and would then continue on to HierarchicalExtensibleltemS 
(which would have no effect in the specific example of FIG. 

50 5), and stop there. This concept of upwards and downwards 
delegation of method calls can be extended indefinitely 
throughout a tree structure of Extensibleltems, 

Extensible items thus provide a powerful and dynamic 
way to change the interface for an object at run -time so the 
object can acquire and tailor its domain-specific behavior as 
required. 

Flexibly Coupled Processes 

An important concept embodied in the San Francisco 
60 framework is the ability to define processes that may be 
flexibly coupled to each other, as described in the 
co-pending parent patent application entitled "Mechanism 
and Method for Flexible Coupling of Processes in an Object 
Oriented Framework*', U.S. Ser. No. 09/162,719 filed Sep 
65 29, 1998. This parent application describes how providing 
processable and processing interfaces allows classes to be 
flexibly coupled together in any suitable manner. However, 
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the mere definition of processes that support flexible cou- 
pling is not enough to create custom process types. A 
mechanism is needed to define a processing environment so 
that run-time instances of process details can dynamically 
determine the next process in the process flow defined by the 5 
processing environment. The preferred embodiments herein 
describe such a mechanism. 

2. Detailed Description 

According to a preferred embodiment of the present 
invention, a mechanism and method provide a way to define 
different processing environments by statically defining an 
object structure that represents the process steps in a process 
flow. When a nin-time instance of any process detail needs 
to be created, methods on the static object structure are ^5 
invoked to return to the current process the next process in 
the process flow. The object structure thus acts as a template 
for creating rtm-time instances of process details. 

Referring to FIG. 1, a computer system 100 in accordance 
with the preferred embodiment is an enhanced IBM AS/400 20 
computer system. However, those skilled in the art will 
appreciate that the mechanisms and apparatus of the present 
invention apply equally to any computer system, regardless 
of whether the computer system is a complicated multi-user 
computing apparatus or a single user workstation. As shown 25 
in FIG. 1, computer system 100 comprises a processor 110 
connected to a main memory 120, a mass storage interface 
130, a terminal interface 140, and a network interface 150. 
These system components are interconnected through the 
use of a system bus 160. Mass storage interface 130 is used 30 
to connect mass storage devices (such as a direct access 
storage device 155) to computer system 100. One specific 
type of direct access storage device Ls a floppy disk drive, 
which may store data to and read data from a floppy diskette 
195 35 

Main memory 120 contains data 122, an operating system 
124, and an object oriented framework mechanism 125 in 
accordance with the preferred embodiments. Framework 
125 includes a static object structure 126 and a dynamic 
object structure 128. Static object structure 126 is hierarchy 4q 
level information that a programmer or user creates at 
configuration time to define a particular processing 
environment, also referred to herein as a process type or 
process flow. As used herein, the term "configuration time" 
broadly means any time that allows the software application 45 
defined by the extended framework to be configured by 
defining the static object structure 126. One suitable way to 
define the static object structure 126 while extending the 
framework follows. A programmer may create a static object 
structure by creating hierarchy level information in the form 50 
of classes coupled together to form a valid process type. 
Each class corresponds to a level in the hierarchy for the 
process type defined by the coupled classes. The classes 
include references to valid child processes that may follow, 
and suitably include references to information that governs 55 
the life cycle of the processes they represent. Subclasses of 
the process classes are created that include shared data and 
attributes for a particular level in the hierarchy. When 
instances of these classes are created when the system starts 
up, these instances form the static object structure 126. The 60 
static object structure is therefore an instance of a structure 
of classes that is used as a template for creating a valid 
process type, analogous to how a class is used to instantiate 
an object. The term "static object structure" is used to denote 
this group of object instances that are statically inlercon- 65 
nected at configuration time to define one or more process 
types. 



Another suitable way to define a static object structure is 
to provide a software application by extending the frame- 
work that allows an end-user of the software application to 
link graphical representations of the classes together before 
execution of the software application begins. This is another 
example of defining the static object structure at configura- 
tion time. Of course, many other examples not enumerated 
herein cotild define a static object structure at configuration 
time, and the present invention expressly encompasses any 
and all methods and mechanisms, whether now known or 
developed in the future, for defining a static object structure 
within fi-amework 125. 

Note that framework mechanism 125 may contain many 
different static object structures, each corresponding to a 
valid process flow. In addition, some static object structures 
may be used as building blocks that are sub-components to 
different process flows. Static object structure 126 in FIG. 1 
represents a valid process type. Each valid process type 
includes one or more process detail impacts 127 that define 
how to create a particular kind of process detail. Each detail 
impact 127 includes hierarchy level information that defines 
its valid subsequent processes, which are denoted herein as 
child processes. In addition, each detail impact 127 includes 
shared data and shared algorithms that each instance at that 
level in the hierarchy can access. While not shown in FIG. 
1, each detail impact 127 also references a corresponding 
life cycle, as shown in FIG. 11. 

Framework mechanism 125 also includes a dynamic 
object stmcture 128. Note that the representation of FIG. 1 
that the dynamic object structure 128 resides in the frame- 
work mechanism 125 assumes that the framework mecha- 
nism 125 has been extended by a programmer, and that the 
framework mechanism 125 in memory 120 is an extended 
run-time application that includes the extended framework 
mechanism. An alternative view would have the framework 
mechanism represent the framework as shipped to the user, 
and would have the dynamic object structure 128 separate 
from the framework. Both of these concepts are within the 
scope of the present invention. 

The dynamic object structure 128 is created at run-time, 
and the objects within dynamic object structure 128 have 
relationships defined by the static object stmcture 126. Each 
process detail 129 created within the dynamic object struc- 
ture 128 has a corresponding process detail impact 127 
within the static object structure 126 that contains the 
information needed to create the process detail 129. Thus, 
when ProcessDetaill needs to be created, the dynamic 
object structure queries the static object structure for a 
process detail impact 127 that corresponds to 
ProcessDetaill, which returns ProcessDetaillmpl. The 
dynamic object structure 128 then creates ProcessDetaill 
according to the information in ProcessDetaillmpl, and 
performs processing in accordance with shared data and 
algorithms defined by ProcessDetaillmpl. This method of 
invoking the static object structure for information regarding 
the next step in the process flow is repeated for each step in 
the process flow. Thus, dynamic object structure 128 is 
constructed one process detail 129 at a time, by querying the 
static object structure 126 to determine a corresponding 
processing detail impact 127 that contains the instructions 
for creating a particular processing detail 129. 

Computer system 100 utilizes well known virtual address- 
ing mechanisms that allow the programs of computer system 
100 to behave as if they only have access to a large, single 
storage entity instead of access to multiple, smaller storage 
entities such as main memory 120 and DASD device 155. 
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Therefore, while data 122, operating system 124, and frame- 
work mechanism 125 are shown to reside in main memory 
120, those skilled in the art will recognize that these items 
arc not aecessarily all completely contained in main memory 
120 at the same time. It should also be noted that the term 
"memory" is used herein to generically refer to the entire 
virtual memory of computer system 100. 

Data 122 represents any data that serves as input to or 
output from any program in computer system 100. Operat- 
ing system 124 is a multitaskiug operating system known in 
the industry as OS/400; however, those skilled in the art will 
appreciate that the spirit and scope of the present invention 
is not limited to any one operating system. Operating system 
124 preferably supports an object oriented programming 
environment such as that provided, for example, by the Java 
programming language. 

Processor 110 may be constructed from one or more 
microprocessors and/or integrated circuits. Processor 110 
executes program instructions stored in main memory 120. 
Main memory 120 stores programs and data that proces.sor 
110 may access. When computer system 100 starts up, 
processor 110 initially executes the program instructions that 
make up operating system 124. Operating system 124 is a 
sophisticated program that manages the resources of com- 
puter system 100. Some of these resources are processor 
110, main memory 120, mass storage interface 130, terminal 
interface 140, network interface 150, and system bus 160. 

Although computer system 100 is shown to contain only 
a single processor and a single system bus, those skilled in 
the art will appreciate that the present invention may be 
practiced using a computer system that has multiple proces- 
sors and/or multiple buses. In addition, the interfaces (called 
input/output processors in AS/400 terminology) that are 
used in the preferred embodiment each include separate, 
fully programmed microprocessors that are iLscd to off-load 
compute-intensive processing from processor 110. 
However, those skilled in the art will appreciate that the 
present invention applies equally to computer systems that 
simply use I/O adapters to perform similar functions. 

Terminal interface 140 is used to directly connect one or 
more terminals 165 to computer system 100. These termi- 
nals 165, which may be non-intelligent (i.e., dumb) termi- 
nals or fully programmable workstations, are used to allow 
system administrators and users to communicate with com- 
puter system 100. Note, however, that while terminal inter- 
face 140 is provided to support communication with one or 
more terminals 165, computer system 100 does not neces- 
sarily require a terminal 165, because all needed interaction 
with users and other processes may occur via network 
interface 150. 

Network interface 150 is used to connect other computer 
systems and/or workstations (e.g., 175 in FIG. 1) to com- 
puter system 100 across a network 170. The present inven- 
tion applies equally no matter how computer system 100 
may be connected to other computer systems and/or 
workstations, regardless of whether the network connection 
170 is made using present-day analog and/or digital tech- 
niques or via some networking mechanism of the future. In 
addition, many different network protocols can be used to 
implement a network. These protocols are specialized com- 
puter programs that allow computers to communicate across 
network 170. TCP/IP (Transmission Control Protocol/ 
Internet Protocol) is an example of a suitable network 
protocol. 

It is also important to point out that the presence of 
network interface 150 within computer system 100 means 



that computer system 100 may engage in cooperative pro- 
cessing with one or more other computer systems or work- 
stations on network 170. Of course, this in turn means that 
the programs and data shown in main memory 120 need not 

s necessarily all reside on computer system 100. For example, 
one or more portions shown in main memory 120 may reside 
on another system and engage in cooperative processing 
with one or more programs that reside on computer system 
100. This cooperative processing could be accomplished 
through use of one of the well known client-server mecha- 
nisms such as remote procedure call (RPC). 

At this point, it is important to note that while the present 
invention has been and will continue to be described in the 
context of a fully functional computer system, those skilled 

j5 in the art will appreciate that the present invention is capable 
of being distributed as a program product in a variety of 
forms, and that the present invention applies equally regard- 
less of the particular type of signal bearing media used to 
actually carry out the distribution. Examples of suitable 

20 signal bearing media include: recordable type media such as 
floppy disks (e.g., 195 of FIG. 1) and CD ROM, and 
transmission type media such as digital and analog commu- 
nications links. 

Referring to FIG. 6, a method 600 provides the steps for 

25 defining a particular process flow and for creating run-time 
processes that correspond to the process flow without the 
processes having direct knowledge of their predecessor or 
successor processes. Method 600 is temporally divided into 
two different portions, as denoted by the horizontal dashed 

30 line separating steps 610 and 620, A programmer at con- 
figuration time first defines hierarchy level information that 
makes up the static object structure (126 in FIG. I)(st6p 
610). This hierarchy level information is a sort of "template" 
that defines a hierarchy of processes that collectively com- 

35 prise a process flow. As described above, the hierarchy level 
information is a collection of process detail impacts 127 that 
a programmer couples together in a particular hierarchical 
arrangement to define a desired process flow. For example, 
the user could use a tool that provides a menu of possible 

40 process detail impacts 127, and allows coupling these 
impacts together in a desired order to define a desired 
process flow. Because process detail impacts 127 may be 
re -used across different process types, the behavior of each 
impact across different process types will be consistent, 

45 thereby simplifying the maintenance of a software apphca- 
lion that uses the framework. A change to one impact will 
change the behavior for that impact in each process type 
where the impact is used, so the impact need only be 
changed once. 

50 Once the process flow is defined in step 610 by the 
hierarchy level information contained within the static 
object structure 126, the static object structure 126 is then 
used at mn-time to invoke the hierarchy level information so 
a run-time dynamic object structure (128 in FIG. 1) is 

55 constructed that corresponds to the hierarchy level informa- 
tion in the static object structure 126. Step 620 in method 
600 indicates the commencement of the run-time portion of 
method 600, which starts when a cUent needs to create a next 
step in the process flow. Note that the client may be an end 

dO user interacting with the application, the application (e.g., 
dxiring batch processing), or the static object structure 126 
itself (e.g., the life cycle for a particular process is config- 
ured to automatically invoke the next process step upon 
creation of a particular process detail). Of course, other 

65 clients are known in the art, and the present invention 
expressly encompasses any and all clients that are capable of 
commencing method 600. A client may create the next step 
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in the process flow by invoking an explicit createQ con- 
structor method, or by a process (such as Pick or Invoice) 
causing the next step to be created. This next step can be the 
first process detail, if the dynamic object structure 126 is just 
starting to be built, or may be a process detail at any level 5 
in the process flow. When step 620 is satisfied, the client 
invokes the process step on the current process detail (step 
630). For the purpose of explaining method 600, a "current 
process detail" is the process at the current level of process- 
ing defined by the hierarchy level information, while a 10 
"child process detail" is a process detail that is allowed to 
follow the current process detail. When the process step on 
the current process detail is invoked in step 630, the current 
process detail finds its corresponding process detail impact 
in the static object structure (step 640). Once the correspond- 15 
ing process detail impact has been located, the current 
process detail determines from its corresponding impact 
how to create the next child process detail (step 650). The 
current process detail then creates the child process detail 
(step 660). In the preferred embodiment, the current process 20 
detail delegates the creation of the child process to a 
"create able" extension to the current process detail. The 
client may invoke various methods on the child process 
detail (step 670). Some of these methods may be delegated 
by the detail to its associated impact object. Eventually, the 25 
client determines if more detail levels need to be processed 
(step 680). If the child process detail is the last process step 
in the processing flow (step 680=NO), method 600 is done. 
If, however, the child process detail has one or more children 
process details (step 680=' YES), the child process detail 30 
becomes the current process detail (step 690), and steps 620 
through 680 are repeated for the next level down in the 
processing flow. Note that step 690 is not a step that is 
actually carried out in a processing system that performs 
method 600, but is rather a housekeeping step specific to the 35 
flow diagram of FIG. 6 to allow re -use of common steps at 
different levels in the processing flow. Also note that step 
680 can occur at any time after the completion of step 660 
and may involve a separate client. This would be the case, 
for example, in an apphcation that is designed to support 40 
overnight batch processing of all process details of a certain 
type created during the preceding day. 

Referring to FIG. 7, a class diagram represents many of 
the classes and class relationships in accordance with a 
preferred embodiment of the present invention. At the top 45 
level is a Hierarchy Parent class that defines common meth- 
ods that are needed to retrieve hierarchy level information. 
Both the Hierarchylnstantiator class and the HierarchyLev- 
clInformationLifeCycleManagedJtem class are subclasses 
of HierarchyParenl. In addition, HierarchyLevellnforma- 50 
tiooLifeCycleManagedltem is also a subclass of the Life- 
CycleManagedltem class, and contains a reference to cor- 
responding HierarchyLevelln formation. 
Hierarchylnstantiator is also a subclass of the Extensible- 
Item class, as described above with reference to FIG. 2. The 55 
Hierarchylnstantiator class contains a reference to the Hier- 
archyLevellnformationBase class, which is the top-level 
class used to define process types or flows. HierarchyLev- 
ellnformation is a concrete subclass of the HierarchyLev- 
ellnformationBase class, and contains a reference to its 60 
corresponding LifeCycle. Note that a HierarchyLevellnfor- 
mationBasc object will contain a collection of concrete 
HierarchyLevellnformation objects, as denoted by the "con- 
tains by reference" relationship between these classes. For 
convenience in the discussion that follows, the term "hier- 65 
archy level informatioD" is abbreviated as HLI, so the 
HLIBase class refers to the HierarchyLevellnformationBase 



class, while an HLI object refers to an instance of a 
HierarchyLevellnformation concrete subclass. 

Referring to FIG, 8, a ProcessDetaillmpact Class is an 
example of a class under which ProcessDetaillmpactl 
through ProcessDetaillmpactN 127 in FIG. 1 are instanti- 
ated. ProcessDetaillmpact is a subclass of an appropriate 
HLI concrete subclass, and contains references to shared 
data (represented as classes SharedData_l and 

SharedData n), and contains shared algorithms 

(represented as classes SharedPolicy_l and SharedPolicy__ 
n). Note that any number of shared data and shared policy 
classes may be contained or referenced by the ProcessDe- 
taillmpact class. In addition, shared data may also be of 
primitive types, such as booleans, as well as object 
instances. 

FIG. 9 shows an OrderPickingDetaillmpact class as a 
specific example of one particular type of process detail 
impact that might exist in an order processing environment. 
For the sake of illustration, OrderPickingDetaillmpact con- 
tains references to the StockType Value and StockTransac- 
tionType Value classes, which represent data that is shared 
among all instances of OrderPickingDetaillmpact. Order- 
PickingDetaillmpact also contains shared algorithms, rep- 
resented by the PickingDetailCreatorPolicy class, the Pick- 
ConfirmationSelectionPolicy class, and the 
PickCommitSelectionPolicy class. These policies define 
algorithms that are shared among all instances of Order- 
PickingDetaillmpact. 

An example of a static object structure 126 is shown in 
FIG. 10. HLIBase is the top-level object that contains a set 
of the parent -child relationships defined in the static object 
structure. An application can choose to arbitrarily group 
impact objects together in one or more HLIBase objects. For 
example, one application may choose to group all order 
impacts for purchase orders in one HLIBase object and to 
group aU order impacts for sales orders in another HLIBase 
object, while a different application may choose to bundle all 
order impacts together in the same HLIBase object. Static 
object structure 126 in FIG. 10 includes the definition of two 
different order types. The first corresponds to a full sales 
order, as shown by the process flow down the left side of 
FIG. 10. The second corresponds to a direct sales order, as 
shown by the process flow down the right side of FIG. 10. 
Note that both of these process flows share two common 
portions, one represented by the SupplementaryChargelm- 
pact object and the SupplementaryChargelnvoicing- 
Detaillmpact object, and the other represented by the Order- 
In voicingDetaillmpact object. Each child object of HLIBase 
corresponds to the first step in a defined process flow. The 
portion of the full sales order process flow in the dashed box 
represents the portion represented in more detail in FIG. 11. 

The static object structure 126 of FIG. 10 is shown along 
the left side of FIG. 11. Note that the Supplementary Cbar- 
gelrapact and SupplementaryChargelnvoicingDetaillmpact 
objects are not shown in FIG. 11 for the sake of simplicity, 
although the reference from. Orderlmpact to Supplementa- 
ry Chargelmpact is shown by a label A. FIG. 11 shows static 
object structure 126, along with a corresponding dynamic 
object structure 128. Each order detail impact has an asso- 
ciated LifeCycle. In addition, each order detail in the 
dynamic object structure 128 contains references to its 
corresponding process impact and to the fife cycle for that 
impact. Note that FIG. 11 shows all order details in the 
dynamic object structure 128 (from Order through all inter- 
vening steps to OrderlnvoicingDetail), which means that the 
processing flow for this order type is complete. Each order 
detail is actually added to the dynamic object structure 128 
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one at a time in their appropriate sequence defined by the 
static object structure 126. Note that the OrderDetail has a 
child relationship labeled B to a SupplementaryCharge 
object (not shown) that corresponds to the structure of label 
Adcfined in the static object structure 126. In addition, while 5 
a single dynamic object structure 128 is shown in FIG. U, 
in reality there may be many dynamic object structures that 
each have references to a single static object structure. This 
is analogous to many objects being instances of the same 
class in an object oriented system. Also, note that one order 
may include many order details, so a dynamic object struc- 
ture 128 may include a tree structure of objects with details 
exploding into multiple children as needed to represent the 
order. 

For the purpose of illustrating the mechanisms of the 
preferred embodiments, a small portion of the order struc- 
tures in FIG. 11 is reproduced in FIG. 12, with additional 
details. The dynamic object structure 128 of FIG. 11 makes 
it clear that OrderCreateableExtension creates the Order 
object, that OrderPriceDetailCreateableExtension creates 
the OrderPrice Detail object, and so on. However, not shown 
in FIG. 11 is the different extensions that may exist on each 
object in addition to its createable extension. FIG. 12 shows 
these relationships in greater detail. 

The Order object in FIGS. 11 and 12 is actually an 25 
instance of the HierarchyLevellnformaticnLi- 
feCycIeManagedltem class (FIG. 7), which is a subclass of 
the lifeCycleManagedltem class, which is a subclass of the 
Extensibleltem class discussed above with reference to FIG. 
2. Thus, the Order object has extensions that the Order 30 
object uses to delegate certain method calls to dynamically 
change at run-time the behavior of the Order object. A 
generic extension for performing processing at the Order 
level is shown as OrderExtensionl . Two other extensions are 
provided that correspond to the two children of the Order- 35 
Impact object on the left side of FIG. 12. Orderlmpact has 
two children, OrderPriceDetaillmpact and 
SupplementaryCharge Impact, and each have a correspond- 
ing key as shown. Each child of the Orderlmpact object has 
a corresponding createable extension on the Order detaU 40 
object, namely OrderPriceDetailCreateableExtension and 
Supplementary Charge Create able Extension, both of which 
have corresponding identifiers (ID) as shown. The combi- 
nation of the Order object, its associated extensions, and any 
adapters (not shown) collectively comprise a LifeCycleM- 45 
anagedltem that represents an order detail. 

In similar fashion, the LifeCycleManagedltem that rep- 
resents an OrderPrice Detail includes an OrderPrice Detail 
object, a general extension labeled 
OrderPriceDetailExtensionl, and a createable extension 50 
OrderRequestedDetailCreateableExtension that corresponds 
to the OrderRequesiedDetail child of the OrderPriceDetail- 
lmpact object in the static object structure 126. 

The interaction of the objects of FIG. 12 is best under- 
stood with reference to the object interaction diagram of 55 
FIG. 13. We assume that a client has completed processing 
at the Order level, and needs to invoke a processing method 
to create one or more details at the next level in the 
processing flow. The client invokes the 
crcatcOrderPriccDctailQ method on the Order object (step 60 
1) to cause the creation of the next step in the processing 
flow. In response, the Order object delegates this method call 
to its appropriate extension by invoking the 
createOrderPriceDetailQ method on the OrderPrice Dctail- 
CreateableExtension object. As shown in FIG. 12, the ID of 65 
a createable extension is used as a key to locate the corre- 
sponding impact. For this example, the ID corresponds to 
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the name of the order detail that needs to be created, namely 
OrderPriceDetail. So the OrderPriceDetailCreateableEx- 
tcnsion object invokes its own getldQ method (step 3), 
which returns the ID of the OrderPriceDetailCreateableEx- 
tcnsion object, which is OrderPriceDetail. The OrdcrPricc- 
DetailCreateableExtension object then invokes the 
getChildHLIQ method on the Order object, passing the ID as 
a parameter (step 4). In response, the Order object invokes 
its own getAssociatedllLIQ method (step 5), which identi- 
fies the impact that corresponds to the Order object, namely 
the Orderlmpact object. The Order object then invokes the 
getChildHLlByO method on the Orderlmpact object, pass- 
ing the ID as a parameter. In respon.se, the Orderlmpact 
object determines from the ID the appropriate child impact 
specified by the ID, and returns this child impact. For the 
example of FIGS. 11 and 12, the ID passed as a parameter 
in step 6 is OrderPriceDetail, so the Orderlmpact object 
looks for a child impact with the key OrderPriceDetail. The 
OrderPriceDetaillmpact object has this key, so the Order- 
PriceDetaillmpact object is returned to the Order object as a 
result of the method call in step 6. 

Next, the OrderPrice DetailCreateableExtension down- 
casts the returned HLI object in step 6 
(OrderPriceDetaillmpact) (step 7). This downcast is neces- 
sary because the OrderPriceDetaillmpact object returned in 
response to step 4 is typed only as an HLI. In order for an 
extension to access the shared data and policies contained by 
the returned object, that object must be downcast so that its 
interface reflects those shared data and policies. The Order- 
Price DetailCreateableExtension object then invokes the 
createOrderPriceDetailExtensionQ constructor method (step 
8), which creates the OrderPriceDetailExtension object At 
this point, the OrderPriceDetailExtension does not belong to 
an associated order detail object. So OrderPriceDetailCre- 
ateableExtension invokes a createQ constructor method 
(step 9), passing in the OrderPriceDetaillmpact and Order- 
PriceDetailExtension as parameters. In response, a hierarchy 
level information Ufe-cycle managed item (HLILCMl) is 
created that has a primary extension of type 
OrderPriceDetail, thereby logically becoming the Order- 
PriceDetail object. During creation, the OrderPriceDetail 
object takes ownership of the OrderPriceDetailExtension 
object and establishes a reference to the OrderPriceDetail- 
lmpact object, thereby creating the reference in the Order- 
PriceDetail to the OrderPriceDetaillmpact shown by the 
dotted line between these objects in FIGS. 11 and 12. The 
creation of the OrderPriceDetail object is shown in FIGS. 11 
and 12 by the arrow from the OrderPriceDetailCreateable- 
Extension to the OrderPriceDetail object. The OrderPrice- 
Detail object then invokes the getLifeCycleQ method on the 
OrderPriceDetaillmpact object (step 10), which returns a 
reference to the life cycle object associated with the Order- 
PriceDetaillmpact object. Finally, the OrderPriceDetail 
object invokes its own attachToLifeCycleQ method (step 11) 
to create a reference to the life cycle object returned in step 
10, shown in FIGS, 11 and 12 by the dotted line between the 
OrderPriceDetail object and the LifeCycle object that 
belongs to the OrderPriceDetaillmpact object. At this point 
the OrderPriceDetail has a reference to its corresponding 
OrderPriceDetaillmpact object, and can invoke methods on 
that object to access any of the shared data or shared 
algorithms associated with the OrderPriceDetaillmpact, as 
shown in FIG. 8. 

The classes, objects and methods that define the static 
object structure 126 and the corresponding dynamic object 
structure 128 and the relationships between 126 and 128 
collectively comprise a means for coupling together flexibly 
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coupled processes in an object oriented framework to define 
a desired processing configuration. 

The object interaction diagram of FIG. 13 for an order 
processing framework with order details may be used to 
show the specific steps that correspond to the more general 5 
steps in method 600 showa in FIG. 6. Because FIG. 13 is an 
object interaction diagram, we assume that step 610 of FIG. 
6 has been performed previously, and that condition 620 is 
satisfied by the client needing to create an OrderPriceDetail 
object, which is a child to the current detail (Order). Step lO 
630 corresponds to steps 1 and 2 in FIG. 13. Step 640 of 
FIG. 6 corresponds to steps 3-7 of FIG. 13. Steps 650 and 
660 of FIG. 6 correspond to steps 8 and 9 of FIG. 13. Steps 
10 and 11 of FIG. 13 are housekeeping methods that create 
the necessary references in the OrderPriceDetail to the 15 
LifeCycle object for its corresponding 
OrderPriceDetaillmpact, and are not represented in FIG. 6. 
Step 670 of FIG. 6 relates to subsequent method calls not 
shown in FIG. 13 from the OrderPriceDetail object to the 
OrderPriceDetaillmpact object to determine shared data '^^ 
and/or shared algorithms relating to the processing of the 
OrderPriceDetail object. Of course, the correlation between 
method steps in FIG. 6 and method calls in FIG. 13 is for the 
purpose of illustrating the broad concepts of the preferred 
embodiments, and should not be construed as limiting. ^5 

The preferred embodiments disclosed herein show spe- 
cific implementations that allow the creation of a dynamic 
object structure one step at a time by invoking information 
stored in a corresponding static object structure that defines 
a desired process flow. In this manner processes in an object 
oriented framework may be coupled together in any suitable 
manner without the objects having any knowledge about the 
processes that precedes or follows it. This allows the same 
processes to be used in many different process flows. In 
addition, the configuration of the present invention allows 
all domain-specific information to be defined by a program- 
mer without affecting the do main -neutral mechanisms in the 
framework that make the coupUng together of flexibly 
coupled processes possible. 

One skilled in the art will appreciate that many variations 
are possible within the scope of the present invention. Thus, 
while the invention has been particularly shown and 
described with reference to preferred embodiments thereof, 
it will be understood by those skilled in the art that these and 
other changes in form and details may be made therein 
without departing from the spirit and scope of the invention. 

We claim: 

1. An apparatus comprising: 

at least one processor; 5q 
a memory coupled to the at least one processor; 
an object oriented framework mechanism residing in the 
memory, the object oriented mechanism including: 
a static object structure that defines a plurality of 
processing levels coupled together to define at least 55 
one processing environment, each processing level 
in the static object structure including hierarchy level 
information that specifies allowable subsequent pro- 
cess steps, if any. 

2. The apparatus of claim 1 wherein the static object 60 
structure is defined at configuration time for the object 
oriented framework mechanism. 

3. The apparatus of claim 1 wherein the static object 
structure defines shared data and at least one shared policy. 

4. The apparatus of claim 1 wherein each processing level 65 
in the static object structure also includes life cycle infor- 
mation corresponding to the processing level. 



791 Bl 

18 

5. The apparatus of claim 1 further comprising a dynamic 
object structure having a plurality of levels that are each 
constructed in accordance with the hierarchy level informa- 
tion in the static object stmcture. 

6. The apparatus of claim 5 wherein the dynamic object 
structure is constructed at run-time, when an application that 
uses thie object oriented framework mechanism is executed. 

7. The apparatus of claim 5 wherein a subsequent level in 
the dynamic object structure is created by invoking the 
hierarchy level information in the level in the static object 
structure corresponding to the current level to determine that 
the subsequent level is an allowable subsequent process step 
defined by the static object structure, 

8. The apparatus of claim 5 wherein the framework 
mechanism further comprises: 

a hierarchy level information class that defines at least one 
impact object corresponding to a processing level in the 
static object structure; and 

a process detail class that defines at least one process 
detail object corresponding to a level in the dynamic 
object structure. 

9. The apparatus of claim 5 wherein an instance of the 
process detail class is created using hierarchy level infor- 
mation in the static object structure. 

10. An apparatus comprising: 

(1) at least one processor; 

(2) a memory coupled to the at least one processor, 

(3) an object oriented order processing framework resid- 
ing in the memory, the order processing framework 
including: 

(A) a static object stmcture that defines a plurality of 
flexibly coupled process steps coupled together to 
define at least one order type, each process step in the 
static object structure including hierarchy level infor- 
mation that specifies allowable subsequent process 
steps, if any; 

(B) a dynamic object structure having a plurality of 
order details that are each constructed in accordance 
with the hierarchy level information in the static 
object structure; 

(C) a hierarchy level information class that defines at 
least one impact object corresponding to a process 
step in the static object structure; and 

(D) an order detail class that defines at least one order 
detail object corresponding to an order detail in the 
dynamic object structure. 

11. The apparatus of claim 10 wherein an instance of the 
order detail class is created using hierarchy level informa- 
tion in the static object stmcture. 

12. An apparatus comprising: 

a memory; 

an object oriented framework residing in the memory, the 
object oriented framework including means for cou- 
pling together flexibly coupled processes in the object 
oriented framework to define a desired processing 
configuration by invoking at least one method on a 
static object structure that defines a plurality of pro- 
cessing levels coupled together to define at least one 
processing environment, each processing level in the 
static object structure including hierarchy level infor- 
mation that specifies allowable subsequent process 
steps, if any. 

13. A method for defining a static object stmcture that 
includes a plurality of processing levels coupled together to 
define at least one processing environment, each level in the 
static object structure including hierarchy level information 
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that specifies allowable subsequent process steps, if any, the 
method comprising the steps of: 

defining a class hierarchy by coupling together a plurality 
of classes representing the plurality of processing lev- 
els; and 5 

specifying a valid subsequent process, if one exists, for 
each processing level, each valid subsequent process 
corresponding to one of the plurality of classes at the 
next processing level. 

14. The method of claim 13 further comprising the step of 
creating instances of each of the plurality of classes at 
run -time. 

15. The method of claim 13 further comprising the step of 
defining life cycle information corresponding to each pro- 
cessing level. 

16. The method of claim 13 wherein the plurality of 
classes correspond to a plurality of processes that may be 
flexibly coupled together in the framework to define a 
desired processing environment. 

17. A method for processing a desired process type 
comprising the steps of: 

(A) creating a static object structure that defines a plu- 
raUty of processing levels coupled together to define 
the desired process type, each level in the static object ^5 
structure including hierarchy level information that 
specifies allowable subsequent process steps, if any; 

(B) when a client program needs to create a next step in 
a process flow defined by the process type, invoking a 
method on a current process detail; 30 

(C) locating a process detail impact corresponding to the 
current process detail, the process detail impact includ- 
ing hierarchy level information that specifies allowable 
subsequent process steps, if any, that follow the process 
detail impact; 35 

(D) determining from the process detail impact corre- 
sponding to the current process detail a child process 
detail impact corresponding to an allowable subsequent 
process step; and 

(E) creating a child process detail that is a child of the 
current process detail in accordance with information in 
the child process detail impact. 

18. The method of claim 17 further comprisiag the step of 
creating a reference in the child process detail to its corre- 
sponding child process detail impact. 

19. The method of claim 17 further comprising the step of 
creating a reference in the child process detail to a life cycle 
that corresponds to the child process detail impact that 
corresponds to the child process detail. 

20. The method of claim 17 further comprising the steps 
of accessing shared data and shared algorithms defined by 
the child process detail impact. 

21. A program product comprising: 

an object oriented framework mechanism mcluding a 
static object structure that defines a plurality of pro- 



791 Bl 

20 

cessing levels coupled together to define at least one 
processing environment, each processing level in the 
static object structure including hierarchy level infor- 
mation that specifies allowable subsequent process 
steps, if any; and 
signal bearing media bearing the framework mechanism. 

22. The program product of claim 21 wherein the signal 
bearing media comprises recordable media. 

23. The program product of claim 21 wherein the signal 
bearing media comprises transmission media. 

24. Tbe program product of claim 21 wherein each 
processing level in the static object structure also includes 
life cycle information corresponding to the processing level. 

25. The program product of claim 21 wherein the static 
object structure defines shared data and at least one shared 
policy. 

26. The program product of claim 21 further comprising 
a dynamic object structure having a plurality of levels that 
are each constructed in accordance with the hierarchy level 
information in the static object structure. 

27. The program product of claim 21 wherein the frame- 
work mechanism further comprises: 

a hierarchy level information class that defines at least one 
hierarchical level information object corresponding to a 
processing level in the static object structure; and 
a process detail class that defines at least one process 
detail object corresponding to a level in the dynamic 
object structure. 

28. A program product comprisiag: 

(1) an object oriented order processing framework includ- 
ing: 

(A) a static object structure that defines a plurality of 
flexibly coupled process steps coupled together to 
define at least one order type, each process step in the 
static object structure including hierarchy level infor- 
mation that specifies allowable subsequent process 
steps, if any; 

(B) a dynamic object structure having a pluraUty of 
order details that are each constructed in accordance 
with the hierarchy level information in the static 
object structure; 

(C) a hierarchy level information class that defines at 
least one impact object corresponding to a process 
step in the static object structure; and 

(D) an order detail class that defines at least one order 
detail object corresponding to an order detail in the 
dynamic object structure; and 

(2) signal bearing media bearing the framework mecha- 
nism. 

29. The program product of claim 28 wherein the signal 
bearing media comprises recordable media. 

30. The program product of claim 28 wherein the signal 
bearing media comprises transmission media. 
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